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PROTECT YOUR FUTURE TODAY
K-90 Talisman Features and Speciý cations

Video Overlay Light Weight - 4.2 Pounds 
Longest Battery Time - 4.8 hrs. Waterproof - IP67 
Flame Resistant - UL94VO Interfaces with SCBA 
No Memory Rechargeable Batteries Also runs on AA Batteries 
Widest Field of View No Sleep Mode Required 
Direct Temperature Measurement 

DIMENSIONS

Height: 6.1ò
Width: 4.5ò
Length: 11.4ò (includes visor)
Weight: 4.1 lbs.

DDT DIRECT TEMP MEASUREMENT

Type: Digital Pyrometer
Resolution and Repeatability: +/-1ÁF
Emissivity: .95 Preset

AVAILABLE BATTERY TYPES
NiMH Rechargeables 4.85 Hours nominal
AA Alkaline Disposable 3.05 Hours nominal

APPLICABLE STANDARDS

UL 94V0, FCC Part 15 Class A, EEC 89/336

INFRARED SENSOR AND PROCESSORS

Sensor Solid State BST

Image Processors DIGITEK Digital System

Variable Sensitivity NETD 70mK

Saturation Control Fully Automatic Auto-SAT

Auto-SAT Functions Coordinated Iris, Gain & Offset Control

Spectral Response 8-14 microns

Lens Type High Efý ciency Germanium

Field of View 59Á

Focus No Adjustments

VIDEO DISPLAY SYSTEMS

External Output: NTSC or PAL
Internal Display: Flat Screen CRT

VIDEO OVERLAY

Format RS170
Sensor CCD 1/3ò
Resolution 510 x 492
Min. Illumination 0.05 Lux


